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Tilt & Turn Positioner
TT100-OC

Parameter Value

Kyrus Reference TT100-OC Tilt & Turn Positioner

Description Over Centre Tilt & Turn Positioner

Number of Axis 2

Nominal Payload 100kg

Installation Position Floor / Cell Mounted

Tilting Range (Axis 1) +/-105 Degrees

Rotational Range (Axis 2) Continuous

Repeatability <+/-0.05deg

Typical required torque rating for aux axis servo >8Nm

* based on mechanical limits of positioner. Actual performance may differ depending on servo motor selection. Contact Kyrus for advice on servo selection.

All Kyrus positioners are designed with rigidity and robustness in mind and have been thoroughly tested in automation projects 
worldwide!

The TT100-OC is a compact 2-axis tilt and turn ‘over centre’ component positioner, which is designed for manipulating small 
components (nominal payload 100kg). The positioner is designed to be used with two auxiliary axis servo motors, which are in turn 
controlled by your robot’s controller – giving your application an additional 2 degrees of freedom and allowing a component to be 
presented to the robot in nearly any position or angle. Furthermore, depending upon your robot configuration, this will allow fully co-
ordinated motion between the robot and the positioner. The TT100-OC can be used with any brand of cobot or robot and Kyrus can 
assist in the selection and specification of your auxiliary axis motors.

In cases where it is not possible to use auxiliary axis motors with your cobot or robot, Kyrus offers an external drive control unit, 
which can interface with your automation control system.
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* based on mechanical limits of positioner. Actual performance may differ 
depending on servo motor selection. Contact Kyrus for advice on servo selection.
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